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Accessories & Data Acquisition Devices 

Analog Interface
The Analog Interface Unit or AIU is a 
device that provides the user of a ProScale
measurement system with SPC output, a
method of generating an analog DC output
voltage that is proportional to the currently
displayed measurement or position.  This
output can be used as an A/D converter
input on a PLC or other device that utilizes
an analog input signal.  The AIU provides a
DC signal from 0 to 5 volts or 0 to 10 volts.

ProRF SPC
This self powered plug-in module is a 2-way
transceiver that allows any ProScale Digital
Readout with SPC data output capability to
send positional or measurement data 
information wirelessly to a ProRF Receiver.

Wireless Data Solutions

Wired Data Solutions

ProRF Wireless Encoder
When an Encoder to DRO cable length is
greater than 20 feet, or when the Readout
needs to be placed in a remote location, the
Wireless Encoder system can be used to
“replace the cable”.  This 2 piece, 2 way
system allows data from the Encoder to be
transmitted and received wirelessly by a
ProScale Digital Readout.

ProRF Receiver
This receiver is used with the ProRF SPC
and Wireless Encoder systems to receive
and acknowledge measurement information
from any combination of up to eight SPC 
or Encoder transmitters.  It has both RS232
and USB outputs.  The Receiver will support
standard baud rates from 2400 to 57600.

GageWay SM™

With RS-232 or USB Output
The GageWay SM is an easy-to-use interface
designed to connect the ProScale Digital
Readout SPC output to an RS-232 serial or
USB port. When using the USB version of
the GageWay SM, the USB connection looks
like a standard RS-232 serial port to your
PC application. Both RS-232 and USB 
models come with a 72 inch cable.

ProMUX-3™

ProMux-3 is an easy to use hardware 
interface providing communication and 
control of one, two or three ProScale
Encoders from a PC or PLC via an RS232
serial interface.  No Digital Readout is 
needed as the ProMUX-3 provides power
and control signals directly to the Model 
150 or 250 Absolute Encoder.

Specifications:
Input Inputs Output Frequency / Speed Range Power

ProRF SPC Transmitter DRO SPC output 1 RF Data 2.4 GHz up to 100 ft 1 CR2450 3v Battery

ProScale RF Receiver RF Data up to 8 RS232 or USB 2.4 GHz RS232: 12VDC, USB: none

ProRF Encoder Transmitter Encoder 1 RF Data 2.4 GHz up to 100 ft EL123 3v Battery 

ProRF Encoder Receiver RF Data 1 Cable to DRO 2.4 GHz 12-24VDC

Analog Interface DRO SPC output 1 0-5VDC or 0-10VDC 8-24VDC 

ProMUX 3 Encoder 3 RS232 9600-19200 Baud 12VDC 

GageWay DRO SPC output 1 RS232   or  USB 9600 Baud None
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Moulders

ProStand HD™ 

ProStand is a two-axis cutterhead measuring and set-up stand that 
measures Radius and Axial position of cutterhead knife features using
non-contact video and digital measurement technology.

Older technology optical comparator set-up stands provide a small black
shadow image of the knife edge.  ProStand uses a color video camera, 
laboratory optics and large LCD color monitor to provide a clear knife edge
image magnified 20+ times.  Inspection of grind quality, cracks, defects
and blueing (due to overheating) are easily seen. 

ProStand's built-in Digital Readout calculates point-to-point, arc radius 
and arc length measurements and prints measurement information to an
optional label printer via built-in RS232.  The Readout can also be polled
for measurement information by serial devices such as a PC or PLC.

ProStand is designed to be used with your grinding shaft. The V blocks
will be supplied on request with special spacer blocks if your shaft has 
different end bearing sizes. Custom made V-Block spacers can be provided
for offset style shafts.

ProStand systems come standard with ProTool™ software.  This database
software is used for cataloging cutting tool information. It can record axial
and radial measurements, the
last time a cutterhead was

sharpened, who measured the head, what machine(s) it has been run on, where it is stored,
what material the knifes are, how many feet before re-grinding, where and when the tooling was
purchased and other pertinent details for each tool. Information is then easily recalled for production
analysis, wear analysis, and tracking by vendor or shop location. An operator using ProTool can
print labels containing radial and axial measurement data and tool ID.

ProStand is available in two models:  

ProStand HD
This system incorporates a unique "industry-first" sliding platform to accommodate cutterheads 
up to 15 inches (380 mm) and weighing up to 400lbs (180 kg).  This sliding platform allows 
users to safely place large, heavy cutterheads on the ProStand using hoists or overhead cranes.

ProStand
This system is identical in operational capability and function as the ProStand HD but without 
the sliding platform.

ProSet™ 

ProSet is the perfect companion to ProStand to reduce setup time and 
wasted trial run pieces when setting up a new moulding job or changing 
cutterhead tooling.

ProSet is a specially designed ProScale digital measuring system for use on the
top and outside heads of moulders.  Simply set the ProSet readout to "Radius"
mode and adjust the moulder spindle position until the measured radius of the
cutterhead is displayed.  

Push a button on the ProSet readout for "Width" mode and it will display the 
outfeed dimension based on the current position of the tooling.

ProSet is available with a choice of Digital Readouts:
A battery operated LCD Readout that requires no electrical
installation, and can be surface mounted virtually anywhere, 
or a 24VDC red LED readout designed to be located in a 
panel or control box enclosure.  

For all of the remaining moulder spindles, a ProScale 
Model 150-10 is the ideal solution.

For clarity, ProStand
shown without 

cutterhead installed
(Actual knife edge
shown on screen)
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Saws, Planers & Sanders

ProStop™

ProStop is a complete Digital Stop and Fence System for miter saws.  It includes 
an aluminum Fence, a Flip Stop with fine adjust, reversible 90°/45° plate and 
double lock down mechanism. 

ProStop is supplied with 2 hardware "Quick Sets ". These are useful for setting one
or two cutting positions that are used often allowing very fast setup for your most 
common cut lengths.

ProStop will put an end to inaccurate 
measurements and repeatability 
problems.  No other manual stop 
and fence system can match 
ProStop's repeatability.

ProKits™

ProKits are available for many of the popular commercial sliding table saws and vertical
panel saws.  They add digital precision and repeatability at an affordable price to the 
existing saw fence systems.  All ProKits are pre-engineered to fit specific makes 
and models and come with complete easy-to-follow instructions and all the 
necessary hardware for easy installation.

Additional saw fence systems are added regularly.  
Check www.proscale.com or call us if your saw 
is not listed.

ProKits Available For: Altendorf, Casedei, 
Casolin, Elcon, Griggio, Holz-Her, Paolini, 
Putsch Meniconi, SCM and Safety Speed Cut.

Planer/Sander Kit 
Here's everything you need to add digital measuring 
capability to your commercial wide belt sander or planer. The Planer/Sander Kit
includes a ProScale Model 150-10 to measure up to 10 inches of opening on your
sander or planer.

A universal mounting kit is supplied that contains several commonly used brackets
for installations of this kind, making installation a snap.

Woodworking Products Specifications
Measurement Range: Accuracy:

ProStand Radius 7.5 in (190mm) ± .003in ± .07mm
Axial 14 in (354mm) ± .003in ± .07mm

ProSet 10 in. (250mm) ± .003in ± .07mm
ProStop 50, 94, 114, 234 inches (1.3m, 2.4m, 2.9m, 5.9m) ± .010in ± .25mm
Planer/Sander Kit 10 in (250mm) ± .003in ± .07mm
ProKits Depends on Model ± .010in ± .25mm

Resolution: .0005 to .1 in, .01 to .1mm, .001 to .1cm,  1/16in to 1/64in
Repeatability: .001 in or .01mm or .001cm   
Power: ProStand: 110/220VAC;   ProSet: 2 AA batteries or 24VDC;   ProStop, Planer/Sander Kit & ProKits: 2 AA Batteries  
Warranty: 1 Year

Installation
Brackets
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Quality
Custom

Cabinetry

“We find that every piece
of equipment we put an
Accurate Technology 
measurement device on, 
it increases productivity
greatly!”
John Fisher (right)
Supervisor, Door Assembly

“Accurate Technology
makes a big difference 
on our shop floor.”
Galen Newswanger (left)
VP Process Engineering

PrimeWood

“We’ve purchased the 
same measurement 
equipment from 
Accurate for all seven 
plant locations within
Woodcraft Industries.”
Tom Erhart (left)
Quality Engineer

“We have several ProTables
in use here from Accurate
Technology.” 
Al Torrance (right)
Quality Assurance Manager ProTable

“With Accurate
Technology we are eliminat-
ing our measurement prob-
lems. And, the ProTable
sends wireless data straight
to the SPC computer.”
Bob Mullens (right)
Senior Lab Technician

“The ProTable allowed 
us to meet and exceed 
our customers 
expectations and 
removed any quality 
problems we’ve had in 
the past.”
Joe Ewing (left)
Director Sales/Marketing

Meridian
Products

“ProScales will speed 
production, reduce 
set-up time and check 
process accuracy.”
Dean Youndt (left)
Engineering Manager

“Quality is a way of life 
at Meridian that gives 
us growth. ProScale 
measurement has played 
a major role in that 
growth.”
Steve Groff (right)
Vice President Operations

ProScale
ProTable RF

Crane
Plastics

ProPanel RF
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For the latest list of products, exhibitions, 
case studies and new developments 

visit our web site at: www.proscale.com



Made In U.S.A.

270 Rutledge Road
Fletcher, NC 28732
Phone (800) 233-0580

(828) 654-7920
Fax (828) 654-8824
sales@proscale.com
www.proscale.com

Here is the information you requested.


